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Options:
• Powered Mobile Version with Operator Platform

• Hydraulic Cooling Systems

• Dancer Speed Control

• Adjustable Tensioned Take-Up

• Automatic Levelwind

• Coiling Heads

• AC Drives Available

• Integral Hydraulic Cutter

• Manual Hydraulic Controls

• Custom Designed

• Safety Guarding, Lights and Mats Available

• Wireless Remotes

• Parallelling Guide Box

• Integrated Hydraulic or Pneumatic Clamp

• Full Safety Fencing

 • Stretch Wrap Dispenser Shaft

• Corded Safety Footswitch

• Cordless Safety Footswitch

Standard Reel Capacity:

Model Reel
Diameter

Reel
Width

AC 
Power

Hydraulic
Drive

Reel
Weight Voltage

FMT5 24” - 72” 12” - 48” 5 HP 0-35 RPM 
10 HP 0-70 RPM

5 HP 0-35 RPM 
10 HP 0-70 RPM 5,000 lbs 208/230/240/480

FMT10 24” - 96” 12” - 60” 10 HP 0-35 RPM 
20 HP 0-70 RPM

10 HP 0-35 RPM 
20 HP 0-70 RPM 10,000 lbs 208/230/240/480

FMT15 24” - 108” 24” - 74” 10 HP 0-35 RPM 
20 HP 0-70 RPM

15 HP 0-35 RPM 
30 HP 0-70 RPM 15,000 lbs 208/230/240/480

FMT20 24” - 120” 24” - 84” 15 HP 0-35 RPM 
30 HP 0-70 RPM

20 HP 0-35 RPM 
30 HP 0-70 RPM 20,000 lbs 208/230/240/480

FMT25 36” - 144” 24” - 84” 15 HP 0-35 RPM 
30 HP 0-70 RPM

20 HP 0-35 RPM 
40 HP 0-70 RPM 25,000 lbs 208/230/240/480

FMT30 36” - 144” 36” - 96” 20 HP 0-35 RPM 
40 HP 0-70 RPM

25 HP 0-35 RPM 
50 HP 0-70 RPM 30,000 lbs 208/230/240/480

FMT40 36” - 144” 36” - 96” 30 HP 0-35 RPM 40 HP 0-35 RPM 40,000 lbs 208/230/240/480

FMT60 36” - 144” 36” - 96” 40 HP 0-35 RPM 50 HP 0-35 RPM 60,000 lbs 208/230/240/480

FMT80 36” - 144” 36” - 96” 50 HP 0-35 RPM 75 HP 0-35 RPM 80,000 lbs 208/230/240/480

FMT100 36” - 144” 36” - 96” 75 HP 0-35 RPM 100 HP 0-35 RPM 100,000 lbs 208/230/240/480


