


Available Options:

• Sampling Arm

• Automatic Coiling Heads

• Automatic Banding & Ejection

• Automatic Stretch Wrap

• Full Guarding (Metal or Lexan)

Lexan® polycarbonate guarding also available in place
of metal doors for full visibility of the process.
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MODEL / DIMENSIONS ACT-16 ACT-26 ACT-36

MA X DIAMETER in (mm) 16 in (40 7 mm) 26 in (660 mm) 36 in (914 mm)

MA X WID TH in (mm) 12 in (305 mm) 16 in (406 mm) 24 in (6 10 mm)

MA X WEIGHT lbs (k g) 50 lbs (23 k g) 150 lbs (68 k g) 400 lbs (181 k g)

HEIGHT*

*Height (how high the unit is in fr ont of the operator) **Width (how wide the unit is in fr ont of the operator) ***Depth (how deep the unit is when viewing fr om the end) 

80 in (20 32 mm) 88 in (223 5 mm) 107 in (2 718 mm)

WID TH** 64 in (1626 mm) 91 in (2311 mm) 112 in (2885 mm)

DEPTH* 64 in (1626 mm) 74 in (1880 mm) 94 in (2388 mm)

Automatic Cut & Transfer - Coiling & Spooling

INTE GRATED GRIPPER
CUTTER

Innovative Flexible
Material Spooling &

Coiling Solutions

• Cutter and heavy-duty grippers

• Recipe Management - Programmable 

recipe management Ethernet or local �ash 

drive. This allows customer to store product 

info to easily change programming for a 

number of products automatically.

• Pneumatic actuated release for material 

clamping device.

• CRS Tubing Guide Arms

• Allen-Bradley Controls Package - Controls 

and Servos

• Machine guarding

• Left to Right Con�guration

TRAVERSING STRETCH WRAP
CARTRIDGE UP TO 21” WIDE

ARTICULA TE GUIDE
SERVO AXIS

REPLA CEABLE ENTR ANCE
PRODUCT GUIDES

Additional Features Provided:


