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• Updated AC Drive package provides     
   improved performance over DC drives
• UL and CE Rated – motor/electric
• The machine is 80LBs lighter, more   
   maneuverable!
• Integrated Forward/Reverse standard
• Increased torque
• 0-35 / 0-70 RPM setting can be    
   modified in field!
• Improved Slide Drive

The WKT Series Spooling and 
Coiling equipment is perfect for 
light to moderate duty applications. 
Take-ups are standard with a 1 3/8” 
O.D. shaft with bushings for 2”, 2 
1/2” and 3” arbor holes.

MODEL 1700SP
MEASURER

HYDRAULIC
LIFT JACK

SAFETY FOOT
SWITCH

FLOOR
LOCKS

SLIDE DRIVE
STANDARD

5C-6AL- 0012
ALUMINUM COILER

Take-Up Options

• Collapsible Coilers
• Slide Traverse
• 2” and 4” Capacity 
• Paralleling Reels
• ElectroLift
• Shaftless & Custom Designs
• Automatic Levelwind - Custom
• Safety Guarding
• 0-35 RPM / 0-70 RPM
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Accommodates reels up to 3,000 lb. capacity, between 20” to 
54” OD, and up to 34” wide

MODEL 1700SP MEASURER 
ON METER SWING ARM

NEW SLIDE DRIVE

FORWARD/ REVERSE
STANDARD

5C-6AL - 0012 - 
ALUMINUM COILER

  ReelPower Wire & Cable  Competition

• AC Drive System

• UL 508A Certified Electrical

• ISO 9000 Certification

• Staff of 20 Degreed Engineers

• Utilize 3-D Solidworks, ANSYS, FEA

• Full Facility Layouts

• In Business a combined 100 Years

• Measurer/Loaner Recalibration Program

• Professional Service Staff

• DC Drive System

• None

• None

• None

• None

• None

• Less

• None

• Less

COMPETITIVE COMPARISON

Horse Power & 
Voltage Choices

0-35RPM 0-70RPM
Manual Hand 

Jack
ElectroLift Coiler

Slide 
Traverse

Fixed 
Drive

Fix Drive 
Coiler Adapter

Slide Drive
Slide Drive 

Coiler Adapter

  WKT3 - 1HP 120V 1PH • • • • • • • • •
  WKT3 - 1HP 120V 1PH • • • • • • • • •
  WKT3 - 1HP 240V 1PH • • • • • • • • •  
  WKT3 - 1HP 240V 1PH • • • • • • • • •
  WKT3 - 2HP 208-240V 1PH • • • • • • • • •
  WKT3 - 2HP 208-240V 1PH • • • • • • • • •
  WKT3 - 3HP 208-240V 1PH AC NO • • • • • • • • •

WKT3 - Take Up Machine Options


